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About this User Manual

This user manual contains the information you need to understand and operate TRINETRA - ADOR — Software.

How this guide is organized

This user guide contains the following parts:

Section 1: Product Introduction
This section describes the integration of Trinetra Device with the ADOR HVRs and how the data is presented in

the web application

Section 2: Login to the application
This section describes how to get started with TRINETRA — Ador web application

Section 3: Overview of the Functions

This section provides a detailed overview of the functionalities of the application
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Introduction

Trinetra uses industry leading web technologies and cutting-edge hardware design to bring you the highest quality of
loT and PaaS Solutions.

In this customization of Trinetra — Ador portal, Trinetra devices have been integrated with Ador's HVR equipment
which are installed at various sites. The Ador web portal will be useful in monitoring and controlling all the parameters
of the HVR units. Users can also monitor multiple controllers within the equipment.

Parameters from the HVR equipment will be fetched by the Trinetra device at regular predefined time intervals and
the data will be sent to the Trinetra web server through the internet. Data received from the Trinetra device will be
parsed and presented to the user in Web Application as well as Mobile App Data includes all live parameters and
critical alerts and other additional parameters of the Unit. Ador can choose to plan their maintenance or rectification
activities based on any deviation in the parameters. Data from the HVR units are presented in different user friendly
formats in different modules. Users are also provided with a Configuration modules which help them to configure all

the predefined parameters and equipment layout as desired.
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Web application

fetching data

from the server

Internet/Cloud

Trinetra data to

server through GSM ‘ Web-client

Power Plant _ L
N

s A ¢
” d | - User
Robust Trinetra hardware ‘
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Ador Manufactured
HVRs

sLive parameters of HVRs
*Details about all consolidated
HVRs with geography information
«Critical alerts to be addressed
immediately

*Plan for resource allocation
«Customer satisfaction

Trinetra — Data server
Ador in-house desktop

\ monitor and control HVRs
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Logging In

1. The application would start with the login screen.
2. Enter your Username, Password and Organization code.

3. Click Enter to begin your session

seador

peace of mind

User Name

Password

Forgot your password?

| ememoer

Fig: Login Screen

4. If the user wants the application to remember the credentials for consecutive logins, the ‘Remember me’ checkbox

can be checked.
5. Clicking the ‘Forgot your password?’ link will redirect the user to the password retrieval screen. Here the user needs
to enter the User Name & the Organization Code and click the Submit button. The password will be mailed to the
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user’s email address. Clicking the Cancel button in the password retrieval screen will return the user back to Login

screen.
.
trinet
suBMITO | canceL®
Fig: Password Retrieval screen
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Overview of Functions

1. Dashboard

The dashboard gives a snapshot of the important parameters that needs to be monitored by the users. Data is presented
in the form of charts which can be toggled to data view as well. Data in the charts can be exported as reports in PDF and

Excel formats for future reference.

Currently logged in ax Sudha

'*;au[![[!:. | HVR Remote Monitoring & Control System ey LRSS | t'j"]‘etta

1 Manor Hm| (© History [l Alams 4y GonSguration {83 Preferences

t Dashboard

Herg = Dagnbesrd

& a v % a gy « ® pgaoHr - 24du20i7 Q B

¥ Alarms o8k 2 Device / Esp Status oA

[ online Offline

Precicooe111 2

% ESPs Warranty gEu@E

I Honawarranty [Jl] Warranty

Preciton-R. | 2

peeccar 1 -1

Fig: Dashboard

User can choose to filter the data with a particular criteria by making use of the available filters:

@ | I -] Site Drop down allows the users to select the desired site for which the data has to be
' y  viewed
TIPS Site
— .
W | A v
2 User can select the Type of equipment (Precicon Il / Precicon R) to be viewed from this drop
Precicon-lll down
Precicon-R
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[ | A v

[ AN [~ All equipment available under the selected site and Precicon type will be listed in this
ADR_TTPS_PR .

Equipment drop down

€ ADR_Pilot P-lIl
ADR_Pilot P-R

i D

© ot c 1aaunt User can choose the date duration to view the data by selecting the start and end date in

these Date fields. A maximum of 7 days data can be viewed at one instance

After selecting the desired filters and when the user clicks on the search button data will be presented in the
Dashboard charts based on the selected criteria

— . Data presented in the Dashboard can be toggled between the data view and the chart view by consequent
B E .
clicks on the chart and grid icon

Dashboard module consists of the following charts:

Alarms Chart

¥ Alarms 3

5 | % Precicon-R |

Fig: Alarms Chart
e Alarms chart presents the data in the form of a pie chart with the count of Alarms received in each of the
Precicon type.
e On clicking the Pie chart, a drilled down bar chart with the count of Alarms in each category will be

displayed for 15 equipment with highest alarm count for the selected duration
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[ Ho. of Critical Ho. of Warning1 [l Ho. of Warning?

Fig: Drilled - down Alarms chart

Device ESP Status

e Device ESP chart presents the count of ESPs that are currently Online or Offline in each Precicon type

e Data in ESP Status chart is displayed based on the current status of the equipment irrespective of the date

duration provided in the filters

+lr Device [ Esp Status B

[ online Offline

L PR R— 2

Precicon-F. 3

Fig: Device ESP Status Chart

Product Warranty

e This chart presents the data based on the number of equipment that are currently under warranty and the

count of ESPs that are currently not under warranty in each Precicon type

Equipment warranty is identified based on the Warranty date configured while updating the equipment details
in the application

° Data in the Product Warranty chart is displayed based on the current date and warranty date of the

equipment irrespective of the date duration provided in the filters

TRINETRA Wireless Pvt. Ltd.
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% Product Warranty i

Hon-Warranty Warranty

Precicon-R. z ‘

Fig: Product Warranty chart

e User will be able to view all the statistical data charts either in graphical chart form / data view, as shown in

sample below.

e User will be able to export the report either in PDF / Excel formats.

ar Device / Esp Status E
| |
Site Equipment Type |E| Equipment Name |E| Status |E|
All Precicon-lll ADR_Pilot P-1II Offline
All Precicon-R ADR_Pilot P-R Online
All Precicon-R ADR_TTPS_PR Offline
All Precicon-R cooler esp Offline
All Precicon-lll Sinter ESP Online
All Precicon-lll Tri_Test_P-llI Offline

Fig: Data View & Export Options
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2. Monitor

The monitor screen presents the current status of all the equipment at various sites along with their current location in

Map. Detailed information about the equipment is displayed in a grid format with various options

When the Monitor tab is clicked from Menu the Monitor page is loaded with all the equipment at various sites
plotted on the map with markers indicating the Precicon type and status of the equipment

Monitor Grid is updated with information such as

o Equipment Name : Name of the equipment as configured

o Controller Type : Type of controllers — Precicon 11l & Precicon R

o Last Reported On : Recent date & time when the data was received from the device

o Location Details : Address of the Equipment

o Message Details : Last message that was updated from the device

o Status : Status to indicate whether the equipment is currently Online or Offline

triﬁ'etra 1VR Remote Monhor & Control System "”““"*f‘ﬂ__ﬁ::“ 6 e
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I =0 It B %] 7 il
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Fig: Monitor Screen
Monitor screen presents the following information in different formats as mentioned below
Scrolling Alarms: A scrolling list of alarms that have been received from all the equipment in the last 24 hours

from current time is displayed above the Map. Alarms get updated as and when received based on time. Details such as

ESP name, alarm description and the date & time of alarm trigger will be displayed

TRINETRA Wireless Pvt. Ltd. Page 11 of 47
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- I
m cooler esp E:! cooler esp m cooler esp m cooler esp m

@ 20 Jul 2017 12:45:41 PM 20 Jul 2017 11:56:24 AM 20 Jul 2017 11:54:17 AM 20 Jul 2017 11:54:13 AM 20 . @
Alarm_on_Zero_Cross Voltage Alarmn_on_Thyristor_Unbalance Alarm_on_Over_Cument_Trip Alarm_on_Over_Cument_Trip Alar

Fig: Monitor - scrolling Alarms

Map Info Panel: On Moving the mouse over any equipment markers on the map, an Info panel will be displayed,

which contains the current equipment details along with some additional pre — configured information about the

equipment. An additional weather info displays the current weather information at the site

| Equipment Hame

Message

Address

W site Mame

Rafing of the Plant

§ Rating of the TR seis{KV
& m#A)

Total no of TR sets at this

£ <ite

ADR_Filat P-R

PR Critical Parameater
Message

Address is ot resalved
Trnetra Sita 1
2106

TOKEW

1

Choile oo = B T b o

Fig: Monitor Info panel

Grid view will be present below the map which provides the detailed information about the equipment.

-

sie [ [ s Mot LGS 2 PageCount [25 [ [pd_ [1]| L5 Bxpon|
[ Equipmsnt Hame T Cantroller Type 5 Last Reported On 57 Location Details () Message Details o Statue
[ &l 17| 2] K| &l ?|
[ ADR Pilat P-Ill Precicon-Il 05 Jul 2017 12-35:44 PM [z5d Chinzhuead East, Chinchwad 411018, India Location Update |@
[ ADR_Pilal P- Precicon-R 18 Jul 2017 1:14:50 PM [1.d Address is net resoived PR Critical Parameier Message @
[¥] ADR TTPS PR Presicon-R 15 Jun 2017 9:49.53 AM [1] Harbour Estate, Thoothukkudi 628004, India PR Critical Parameler Message .’j
[  coolerese Precican-R 06 Jan 2017 5:06:53 PM [Ed Address is not resohved \ing started ®
I [l Cinker EQD Drmrinnn 1L AR Bl AT A AR- 44 DAL [ Ardeess in ol Pasnhed Lanafinn Elndaba m
Fage 1of 1(G tems) < [1] |

User will be provided with the following options on the grid that will be useful in viewing the monitor data as

desired

site [Al ]

| =& MapIT |

=

e Enables to select the appropriate site and view equipment under that site.

e Plots the selected equipment on map

e List of equipment in a separate window

TRINETRA Wireless Pvt. Ltd.
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13

-,
'

Displays the map in separate window with all equipment plotted on it

Refreshes the contents of the grid

Option to export the contents of the grid in PDF, XLS and RTF formats.

b B B

Count of equipment details to be displayed per page in the grid

Page Count
el

Begins with

Contains

Doesn't contain

e User can also choose to filter the data in the grid by selecting any of the filter

options and entering the filter value

Ends with

Equals

Doesn't equal

Equipment Status

® e Indicates that the equipment is of type Precicon R and is Online
()
= ¢ Indicates that the equipment is of type Precicon IIl and is Offline

Equipment layout: when any of the equipment name in the grid is clicked, a new window will be displayed with

the equipment layout as configured.
Status of all the controllers in the equipment will be displayed along with the controller parameters

TRINETRA Wireless Pvt. Ltd. Page 13 of 47
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Passage 1 Passage 2
0 AMPS 0 AMPS
0KV DKV
0 MA 0MA
0 SPM 0 SPM
0 AMPS 0 AMPS
0KV DKV
: 0 MA 0MA
Controlle 0 SPM 0 SPM
0 AMPS 0 AMPS
0KV DKV
0 MA oMA
0 SPM 0 SPM
0 AMPS 0 AMPS
0KV DKV
0 MA 0MA
Controller15 o SPM 0 SPM
0 AMPS 0 AMPS
0KV DKV
o MA 0 MA
0 SPM 0 SPM
0 AMPS 0 AMPS
0KV DKV
0 MA omMA
0 SPM 0 SPM
0 AMPS
DKV
0MA
0 SPM

Fig: ESP Layout

TRINETRA Wireless Pvt. Ltd.
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3. History

The History screen assists to view all the parameters of the ESP over the selected time duration. The user can generate

the list of commands sent to the ESP and the messages & alerts received from the ESP. History can be generated for any

consecutive 3 days in the past 3 months at one instance.

- ™ - =

:'*-. History & ADR_PictPR  [z] LB 12uw2017 03 - 00 AM |3
A

=

Homa > Histary S = Al O & 2002017 [10- 00 AM[¥]

lp Update Resu\ls“‘# Send Command

Page: Count| 100

E| | 5 Export To Excel |

Primary Primary Secondary Spark
3 . Primary Gurrent Power Secondary GCurrent Per
ESP Name @ Date & Time (&) Message Details - D DCSIM ID Voltage (V) A) (KW) Voltage (KV) (ma) Minute

Trip Mode per Limit(V)

Program
Number Primary
of Rap- Voltage

i g ER Addtional Parameter Message 1
ADR_Pilot PR 18 Jul 2017 10:54:38 AM T 22.73°C. H- 98%. P- 939 67hPa 1 1

il - q- ER Addtional Parameter Message 1
ADR_Pilot PR 18 Jul 2017 10:51:30 AM T 22 73°C. H- 98%. P- 938 67hPa 1 1

" g PR _Addtional Parameter Message 1
ADR_Pilot P-R 19 Jul 2017 10:45:22 AM T 22 73°C. H- 98%. P- 938 67hPa 1 1

" 4 PR Addtional Parameter Message 1
ADR_Pilot P-R 19 Jul 2017 10-45:14 AM T 22.73°C. H: 98%. P- 939.67hPa 1 1

" -4 PR Addtional Parameter Message 1
ADR_Pilot P-R 19 Jul 2017 10:42-:06 AM T 22 73°C. H- 98%. P- 939 67hPa 1 1

. e PR Addtional Parameter Message 1
ADR_Pilot P-R 18 Jul 2017 10:38:58 AM T 22 73°C. H- 98%. P- 939.67hPa 1 1

. e, PR Addtional Parameter Message 1
ADR_Pilot P-R 18 .Jul 2017 10:35:49 AM T 22 73°C. H- 98%. P- 939 67hPa 1 1

. . PR Addtional Parameter Message 1
ADR_Pilot P-R 19 .Jul 2017 10:32:41 AM T 22.73°C. H- 98%. P- 939.67hPa 1 1

il g ER Addtional Parameter Message 1
ADR_Pilot PR 18 Jul 2017 10:29:33 AM T 22.73°C. H- 98%. P: 939.67hPa 1 1

il ey ER Addtional Parameter Message 1
ADR_Pilot PR 18 Jul 2017 10:26:25 AM T 22.73°C. H- 98%. P- 939 67hPa 1 1

1 415

1 415

1 415

1 415

1 415

1 415

1 415

Fig: History

History data will be generated based on the selected filters. User can select the desired customer and the corresponding

ESP and site details will be listed in the ESP and Site list respectively. User can then choose any specific controller in the

ESP and the desired date duration to view the data. Following are the search filters available in History page

& [-]  Listof all the customers

@ All E| List of all the sites which will be displayed based on the ESPs listed

M spr_pictP-R  [7]  List of ESPs which will be displayed based on the selected customer

Wy E| List of controllers that will be displayed based on the selected ESP

4>

™ 1wz (08 00 AM

4

© 20u017 10 00 AM

Start and End date and time for which the History has to be generated

TRINETRA Wireless Pvt. Ltd.
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On selecting the filters and clicking on the “Update Results” button, data will be updated in the grid. Parameters will be

populated in the grid based on the controller type (Precicon Ill/ Precicon R). When there is no data available for the

selected criteria, appropriate alert will be displayed

Users can export the data in Excel format by clicking on || 5 Export To Excel |

Users can switch between different pages of data in the grid by Page 1 of 4 (351 items)

clicking on the respective page numbers in the bottom of the grid

Additional Parameters

M 2 3 4 p

Critical and additional parameter messages can be viewed by clicking on the link available in the Message details

Clicking on the Message will open a popup panel displaying the additional parameters

Information Panel

ESP Information

Location Information
GP5 Status
Latitude
Longiude
Address

Other Info
Rapper_Ctrl_Word_Limit : ]

Message Details

ESP Name ADR_Pilot P-R Message Details
Deevice ID 999986 Origin Date Time
Customer Name Ador Pilat Received DateTime

0.000000
0.000000
NfA

PR Addtional Parameter Message
19 Jul 2017 12:48:33 PHM
19 Jul 2017 12:49:02 PH

Send Command

Fig: Additional Parameters Panel

Privileged Users can send command to the ESPs using the Send Command option. Clicking on the Send

command button will display the Send Command panel with the ESP details and the list of commands available for the

user

Selecting any particular command will populate the parameters that are applicable for the selected command. User can

update the values for the parameters to be sent in the command and can click on Send command.

The following are some of the commands accessible to the user:

Command

Description

Parameters

Get Controller Count

Gets the count of controllers in the selected ESP

NA

Set Controller Count

Sets the controller count in the selected ESP to the value entered

Controllers Count

Set Write Parameters

Sets the entered value for the selected parameter of the selected

controller

DCSIM (Type Precicon R)
Controller/Field

TRINETRA Wireless Pvt. Ltd.

www.trinetrawireless.com
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Parameter

Value

On sending any command from the Control Panel, an indication of the command being sent is displayed in the Control
Panel. Also, the result of the command, whether the command is a success or the command has timed out, will also be
displayed.

Scheduling of Commands

Users can schedule the commands to the ESP which enables them to execute the commands even in their absence. The
command will be automatically sent to the ESP on receiving any message from the device. There is no restriction on the
no. of commands that can be scheduled for an ESP. Scheduling of Commands option can be utilized through the Control

Panel

Users can select the command which is displayed in the drop-down of the Select Command option. Once the parameters
for the selected command are defined, users can enter the retries period and select the Schedule button to save the
schedule. Command will be executed until the command status is success or the retries period expires Clicking the

Cancel button cancels and closes the scheduling option. The Control Panel will return to its previous state.

TRINETRA Wireless Pvt. Ltd. Page 17 of 47
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4. Alarms

The alarms screen displays all the alarms triggered from the ESPs. Users can view all type of alarms based on the filters

and duration selected. Alarms will be categorized based on the severity as configured (Notify, Warmningl and Warning2)

mAlarms B M @ v 0 sz (08 00 aM|S
Home > iarms -y v 7 a v & ouzoir (1000 M3 [ 2 Searsh|
[t [ Ewen|
o Controler Name {5l Date Time - @ [, Aarm Deserigban o Address o Acknowledged By
[ | 1 | | I |
fh TR1 15 Jul 2017 11:58:56 AM o Under_vallage_Candition NI& =
ol TR 19 Jul 2017 11:41:55 AM @ Gontactor_Open Hi
u TR 19401 2017 11:34:59 A @ Contactor_Open N
ol TRI 19.Jul 2017 11:33:51 AM o Cantacior_Open M
fu TR1 18 401 2017 11:32:43 A0 w Contactor_Open g
Fu TR1 19 .Jul 2017 11:31:35 AM w Contactor_Open L
ol TR 19 Jul 2017 11:30:27 A8 w Cantacter_Open A
o TR 18 Jud 2047 11:20:18 AM w Confactor_Open [T
Page 1of1(6Rems) | [1]
Fig: Alarms Screen
Below mentioned are the search filters available in Alarms screen
@ All E| List of all the sites which will be displayed based on the ESPs listed
ADR_Pilot P-R E| List of ESPs which will be displayed based on the selected customer
v ‘ Al Y ‘ Severity of the Alarms will be listed in the drop down
rd | Al Y | Status of the Alarms will be listed in the drop down
0 18-0ul2017 02 - 00 AM %
- . Startand End date and time for which the Alarms has to be generated
€2 20-Jul-2017 10 : 00 AM |~
Alarms generated based on the selected criteria will display the following data in the grid
Controller Name - Name of the controller from which the Alarms was triggered
Date & Time - Date & time when the Alarms was triggered
TRINETRA Wireless Pvt. Ltd. Page 18 of 47
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Alarm Description Description of the Alarm triggered

Severity - Indicates the severity of the alarm (Notify, Warningl and Warning2)
&) - This icon mentions the WARNING type of ALARMS
i:’ - This icon mentions the CRITICAL type of ALARMS

Acknowledgement - Acknowledge received for Alarms from Precicon Ill type equipment

paf [-]||[ & Export| Users can export the alarms data in PDF Excel and Word formats by selecting the desired

format and clicking on the export button
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5. Configuration

Configuration Module allows the user to
¢ Modify the organization details
e Configure the user groups, users and assigning user group to users.
e Configure the ESPs
e Configure the site, assigning ESPs to the site and assigning users to the site

e Configure the message & sensor severity settings

The user can drag and change the default arrangement of the modules listed in the Configuration page. On rearranging,
the user will be requested whether the current layout has to be saved while leaving the page. The saved layout will be

loaded next time the user visits the Configuration page.

5.1 User Management

The User Management includes
1. Manage Users for creating and updating the users.
2. Manage User Group for creating, updating and deleting the user groups.

3. Group Assignment for assigning and unassigning the users to the user group.

5.1.1 Manage Users

Manage Users module allows the user to manage the organization users by creating and updating them.

Select Configuration — User Management — Manage Users as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

ESP Management

I (3h Manage ESPs ] Manage ESP Details

L. User Management

[ af Manage Users ] Create / Updale the user profiles
[ $ Group Assignment ] Assign users to fhe group
[ afh Manage User Group ] Create / Update the User Groups

Fig: Manage Users — Configuration Panel
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Click the Manage Users button in the Configuration Panel to view the following Manage Users Listing screen.

$ ConguIRton, v [ ] g e 2 vy G ot
User Detaits [t [j|[5 Exon
@ & vser vames - & dispiay Hame ElEmad 2 Group & actve Stans (B Locked Status
I K| 1% ] kd I [ [ 1 |
0O Administrator Acmin Secusity Adrin [ Active: [ Uniockes S = 2
O Adoe Peertion Gopalakrithnan@anglardach cam Seeuity Adrin R activm i Uniocksa rd izl [x]
O antarasue Anbarasu E anbarasu. eangieritech com Securty Admin (i Active o Uniocked / -] [x]
O gopal Krith Copalakristhnan@anglarech cam Saeisity Admin i Aetive o Unlaeksd rd ] [x]
0 Krishna Krishna ssgiridhar@adorpower com Tes! visit £l Active [ Unlocked Fd A [x)
O Kumar Kumat custorercarehur@adomawer.com sendce R Aetive 5 Unlocked Fd ] [x]
|l Fradip Fradip pvgumaniliadomower.com Secugity Admin £ Active [ Undocken 4 sl a -
Pagedof2(12ftems) § [1] 2 P
Ma33 Update:
Stetus Lseea. v lock/Unlock  .seet. v AT _seed. v [ By Wodate |

Fig: Manage Users

e There is a provision for search under each column in the above manage users listing screen such that the user can

search for a particular user or group of users based on the User Name, Display Name, Email and Group.

e The users can also sort the grid contents based on a particular column by clicking the appropriate column header.

e There is a provision for exporting the contents from the manage users grid to PDF, XLS, CSV and RTF as required.

To export, select the file format and click Export button at the top right corner.

e The Active Status and Unlocked Status can also be changed by clicking the icons in the appropriate Active Status

and Locked Status column in the grid.

The following are the purpose of the symbols used in the above Manage Users Listing Screen.

f Used to edit the user details

(1]
&

Add a User — Click Add Users button as highlighted in the above Manage Users screen.

Used to reset the password of the user
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i?h User information
Title " M ¥
Firsi Hame * Rajeey Last Name KiEmar
Email * rajesvkumangpgmail. com Fhone Number
For &g 91-4352-267804
Mobile Humber [# Unlocked [+ Active
For g.g 919047790266
Usar Marme * — Display Hame * Rajeey Kumar
Passward * I Confirm Passwaord * P
User Group ™ Security Admin T Fioaeny nSe) Hone "
Prefaited Sile [Tt sTERL v|  TimeZone Incia (GHT+5:30) v
* Reguired Fiskds:
k] Save || & Cancel |

Fig: Add Users screen

The following are the steps to create the Users

Select the Title (Mr. / Miss / Mrs.).

2. Fill the personal details of the users like First Name, Last Name, Email Id, Phone Number and Mobile Number,
where Last Name, Phone and Mobile Number are optional.

3. Select the Unlocked checkbox. By default, it will be checked. If the Unlocked checkbox is not checked, the user
will be locked and would not be able to log into the system. The user will be locked when the user attempts to log
into the system with certain number of invalid tries which is set for the organization. It determines whether the
user can login into the system or not.

4. Select the Active checkbox. By default, it will be checked. If the Active checkbox is not checked, then the user will
be made in-active and could not able to login into the system. It determines whether the user is available in the
organization or not.

5. Fill User Name which allows the user to login to the system.

Fill Display Name which is displayed throughout in the system when the user logs into the system.

7. Fill Password and Confirm Password which allows the user to login to the system. The number of password
characters allowed should not be less than the number of password characters set for the organization.

8. Select the User Group which applies the module and operation wise rights to the user.

9. Select the user preferences like Preferred site, Screen Refresh Frequency in seconds and Time zone

10. Finally click the Save button to add the User details or click Cancel button to cancel the add operation.

Edit a User — Click the appropriate Edit ( 4 ) icon in the right side of the Manage Users Listing Screen corresponding to

the User for which the details have to be updated. The Edit screen appears and change the User details as needed and

click Save Button to reflect the changes.
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Reset the password of a User — Click the appropriate Reset ( e ) icon in the right side of the Manage Users screen,

corresponding to the User for which the password has to reset. The following Reset Password screen appears

Reszet Password ¥

New Pazzword sssssns

Confirm Paszword sssssns

lH Save ] | Q Cancel |

Fig: Reset Password Screen
The following are the steps to reset the password

1. Fill New Password and Confirm Password. The number of password characters allowed should not be less than the
number of password characters set in the manage organization.
2. Click the Save button to reset the password of the selected user or click Cancel button to cancel the reset password

operation.

Update the Locked Status, Active Status and User Group for a group of users — There is a provision called Mass

Update in the Manage Users Listing Page.

The following are the steps for Mass Update

1. The user has to select the group of users using the check box in the grid at the left corner.
2. Select the User Group, Locked and Active Status if required.

3. Finally click the Update button for mass update.

Limitations

1. Only the users having the privileges can view or edit the user details or edit the user group.

2. Users cannot be created if the defined user count reaches more than the Total No of Users set in the Manage
Organization.
The users cannot edit their own user group, unlocked status and active status.

4. The users cannot edit the user group, unlocked status and active status of Organization Administrator’.

The users cannot reset their own password and the password of Organization ‘Administrator’.
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5.1.2 Manage User Group

Manage User Group module allows the user to manage the organization user groups by creating, updating and deleting

them.

Select Configuration — User Management —Manage User Group as shown in the below screen

% Configuration

Home = Configuration

% Configuration Pa

ESP Management

l u@ Manage ESPs

Manage ESP Details

& User Management

l @ Manage Users

alh Manage User

]
l ﬁ Group Assignment ]
t

Group

Create / Update the user profiles
Agsign users to the group

Create / Update the User Groups

Fig: Manage User Group — Configuration Panel

Click the Manage User Group button in the Configuration Panel to view the following Manage User Group screen.

>3"$ Configuration

Home = Manage User Groups

, 20l Group Assignment || afh Manage Users || = Back to Configuration

[t L Bwon|
o User Group Name - £ Deseription
Sesurity Adrin Security Admin n 7 ©
service Pt senice n 7 ©
temp temp n /s ©
TEST TESTING n /s ©
Test visil Checking for visil did Sth o Tth July 2017 ] S o

Page 1 of 1 (5Eems) 4 [1] |

Fig: Manage User Group screen

The users can sort the grid contents based on a particular column by clicking the appropriate column header.

The following are the purpose of the symbols used in the above Manage User Group Listing Screen

i BINOCULARS: Used to view the user group details.

f PENCIL: Used to edit the user group details

o CROSS: Used to delete the user group
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Add a User Group - Click Add User Group button as highlighted in the above Manage User Group screen.

oft Manage User Groups
User Gioup Hame * Sile Managers
User Group Description Site Managers
o
[ Lock User
= Medusle List *
(o]t Module | Holifications
Ci Madule | ESP Layeul
(5] Module | Dashbeard
S Module : Moniltar
@ Module © Hislory
(o]t Module | Aberls
5] Module : Uszer Manageman
5] Module : Sie Management
(=]t Module : Equipment Managemeanl
¥ salset me operation(s) Operation Description
[+ Add Equipments Add Equipmants
o Dedele Equipment Deisle Equipment
o Edit Equipments Edit Equipmenis
@ Module : Preferences
@ Module : Gommands
]. Module © Messages In
* Requited Fields
| Save | | @y Cancel |

Fig: Add User Group screen
The following are the steps to create the User Groups

1. Fill User Group Name (mandatory) and User Group Description (optional).
2. Select the required modules and operations by selecting the appropriate check box at the left corner.
3. Finally click the Save button to add the User Group details or click Cancel button to cancel the add operation.

Edit a User Group — Click the appropriate Edit ( f) icon in the right side of the Manage User Group screen,
corresponding to the User Group for which the details have to be updated. Change the user group details, module and

operation rights as needed, and click the Update button to reflect the changes.

View a User Group - Click the appropriate View ( i ) icon in the right side of the Manage User Group screen,
corresponding to the User Group for which the details have to be viewed. The user group details will be viewed by the

user in the read only mode.

Delete a User Group — Click the appropriate Delete ( o ) icon in the right side of the Manage User Group screen,

corresponding to the User Group which has to be deleted.
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Limitations

1. Only the users having privileges can create, edit, view and delete the user group.

2. The users cannot able to edit their own user group details.

3. Other than the Security Admin group users, users of other group cannot update the details of Security Admin
group.
The User Group cannot be deleted once it is assigned to users.

The default User Group Security Admin cannot be deleted.

5.1.3 Group Assignment

Group Assignment Module allows the user to assign the user group to the users. Group Assignment provides the module

and operation wise rights to the users. The users without user group cannot login to the system.

Select Configuration — User Management — Group Assignment as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

ESP Management

[ /3 Manage ESPs ] Manage ESP Details

& User Management

[ b Manage Users ] Create / Updale the user profiles
| $ Group Assignment Assign users to ihe group
[ nfh Manage User Group ] Create / Updale the User Groups

Figure: Group Assignment — Configuration Panel

Click the Group Assignment button in the Configuration Panel to view the following Group Assignment Screen
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;ﬁ Group User Assignment
2% Paer Groups Seeutity 4 dmin L)

i&llnlulqmd Users
o B vserHame - £ Display Hame 2 Group (B Active States (B Locked Status

I J° i | |

[0  Kishna Krishna Test visd R Actue o Uniccked
[0 Kumar Kumar service (5] Acte o Unlocked
[  Shree Shree - Adar Test visd ] Ackwe o Unlecked
O Suenie 556G temp £k actee o Unioeked

Page 1o 1(4ems} 4 [1] |

| L
- X assigned Users
O & usariame - B Dispiay Name S Group i Acte Statis 2 Locked Status
I il 17| | |
[0 Administrater Adrin Secuirty Adrnin i Ackee o Unocked
O Ader Fowertron Secunty Admin R Actve o Unlocked
[0  anbaresue Anbaray.E Securty Admin i3 Acteie o Uniocked
0 gopa Keish Security Adrnin E2] Active o Unlocked
O Pradia Praip Securty Admin TR Attee T Uniceked
[0  Ranjih R Secunity Adrmin B Actve o Unlocked
[0 swdhe Sudha Securty Adrmin E3f Acteie o Uniocked
[0 viek KK smar Security Adrin 2] Actve o Unlocked
Fage 1 of 1 (BRems) 4 [1] |
| J; Unassign

Fig: User Group Assighment

There is a provision for search under each column in both unassigned users list and assigned users list in the above User
Group Assignment screen such that the user can search for a particular user or group of users based on the User Name
and Display Name.

The users can also sort the grid contents based on a particular column by clicking the appropriate column header in both
unassigned users list and assigned users list.

The user can select multiple users that are to be assigned from the unassigned list and vice versa for the particular User
Group.

The following are the steps to assign and unassign the users to the user group

e Select the required User Group. The users will be loaded based on the user group selected.

e Select the user group for which the user has to be assigned or unassigned. By selecting the user group, the users
which were all assigned and unassigned will be displayed.

e To assign the users to the selected user group, Select the check box of the corresponding users from the Unassigned
Users List and click the Assign button to assign the selected users to the User Group as highlighted in the Group
User Assignment Screen Shot.

If the user is already assigned with other user group, then on clicking the assign button will replace the user group

with selected user group for the user.
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e To unassign the users from the selected User Group, Select the check box of the corresponding users from the
Assigned Users List and click the Unassign button to unassign the selected users from the User Group as highlighted
in the Group User Assignment Screen Shot.

If the user is already assigned with the same selected user group and on clicking the unassign button will not allow

the user to login into the system until the user group is assigned.

Limitations

1. Only the users having privileges can assign and unassign the users from the user group.
2. The users cannot assign or unassign their own user group.

3. The user cannot assign or unassign the user group of organization Administrator.

5.2 Site Management

The Site Management includes
1. Manage Site for creating, updating and deleting the site.
2. ESP Assignment for assigning and unassigning the ESPs to the site.

3. User Assignment for assigning and unassigning the users to the site.

5.2.1 Manage Site

Manage Site Module allows the user to create, modify and delete the site.

Select Configuration — Site Management — Manage Site as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

@n Site'Management

@ Manage Site | Create / Modify f Delefe Sile
[ &5 ESP Assignment ] Assign / Unassign the ESPs to Sites
[ & User Assignment ] Assign / Unassign the Users to Sites

L. User Management

[ @ Manage Users ] Create / Updale the user profiles
[ $ Group Assignment ] Assign users to the group
[ sl Manage User Group ] Create / Updale the User Groups

Fig: Configuration — Manage Site
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Click the Manage Site button in the Configuration Panel to view the following Manage Site screen.

% .E,E']ﬁ.gf,fgmn o Add ssne_ S ESP Assignmant || X User Assignmenl || %= Back to Configuration
Site Details par [e]]| s Evont |
Sile Hame: - | Descrigtion Severty | Email Users SMS Users
& B L = E

[ K 7| I L |
o Detaidt Hality;Warning Critial gepsl, Ranjih, sudha S 8 -+
OPG Pawer Live Reparting fom OPG Ciitical P ]
Trinetra Sita 1 Test Site 1 Hality;Warning Ciitical anbarasue S 0

Page1af13ems) 4 [1]) |

Fig: Manage Sites

e There is a provision for search under each column in the above manage site listing screen such that the user can
search for a particular site or group of site based on the Site Name and Description.

e The users can also sort the grid contents based on a particular column by clicking the appropriate column header.

e There is a provision for exporting the contents from the Manage Site grid to PDF, XLS, CSV and RTF as required.
To export, select the file format and click Export button at the top right corner.

The following are the purpose of the symbols used in the above Manage Site Listing Screen

f PENCIL: Used to edit the site details

(X

CROSS: Used to delete the site

Add a Site — Click Add Site button as highlighted in the above Manage Sites screen.
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@ Manage Site

Site Mame *

Description *

Powerplant Rating *

Rating of HVRE Equipment *

Controller Type *

Severily *

* Required Fields

TTP Site

TTPS Site

720

210

Precicon-Ill T

Warming1 Wamning2 Critical

[EI Manage Hnliﬂcalicms]

[El! Sav&][@ C‘-am:el]

The following are the steps to create the Site

Fill Site Name and Description.

P 0N PE

Fig: Manage Site Add Screen

Enter the rating for the power plant and the rating for the HVR equipment
Select the equipment type (Precicon llI/ Precicon R)
Select the Severity levels for the site in the Manage Site Add Screen.

If all other three severities are selected, whenever the ESPs under this site triggers the messages with these

severities then, Email / SMS / Both notification will be given to the intended user automatically by the system.
5. Click the Manage Notification button in the Manage Site Add Screen and following Manage Notifications pop-up

appears.
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Manage Notifications ®
Display Hame 2t Group (& Locked Status [ [=] Emai

|l Kl %l
Security Admin o Unlocked
Security Admin 5 Unlocked [ gopalakrishnang@angleritach com
Security Admin & Unlocked [ anbarasu eg@angieritech.com
Seeurity Admin & Unlocked [ Gopalskishnangangeritech.com
Tes visit O Unlocked ] segividhan sdonpover com
service o Unlocked [ customercanshvng adomower cam
Security Admin & Unlocioed O prgumanigadorpower.com
Security Admin i Unlocked [ Ranjith n@angieritech com
Test visit o Unlocied [ shemeprakasshi@anglemtech samm
Security Admin o Unlocked [ suanaggangietech.com
i
|4 I r
o Add Notification |

Figure: Manage Notifications Popup

If the user has the Email then a check box will be shown along with the email address of the user and also the same
applies for the Mobile Number. Select the users to whom Email & SMS notifications have to be sent.
6. Click Add Notifications to set the notification list against the selected Site.

7. Finally click the Save button to add the site or click Cancel button to cancel the add operation.

Edit a Site — Click the appropriate Edit ( f ) icon in the right side of the Manage Site Screen corresponding to the Site
for which the details have to be updated. The Edit screen appears and change the site details as required and click the

Save button to reflect the changes.

Delete a Site — Click the appropriate Delete ( Q ) icon in the right side of the Manage Site screen corresponding to the
Site which has to be deleted.

Limitations

1. Only the users having privileges can create, edit, view and delete the site.

2. Users can manage only assigned sites which are done in the Site User Assignment module and rest of them will not
be displayed in the list. But organization’s Administrator can manage all the available sites in the organization.
User cannot delete the default site All.

4. User cannot delete the site which has assigned ESPs (or) users (or) set as default site in user preferences.

TRINETRA Wireless Pvt. Ltd. Page 31 of 47
www.trinetrawireless.com Canada | USA | UK | UAE | India | Singapore | Hong Kong



http://www.trinetrawireless.com/

User Manual TRINETRA Wireless Pvt. Ltd.
Confidential Document GPS ESP Tracking & Site Management

5.2.2 ESP Assignment

ESP Assignment Module allows the user to assign the ESPs to the site.

Select Configuration — Site Management — ESP Assignment as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

@ Site- Management

[ ,@ Manage Site ] Create / Modify / Delele Sile

I £l ESP Assignment I Assign / Unassign the ESPs to Sites

[ & User Assignment ] Assign / Unassign the Users to Sites

ESP Management

[ i3 Manage ESPs ] Manage ESP Details

Fig: ESP Assignment — Configuration Panel

Click the ESP Assignment Button in the Configuration Panel to view the following ESP Assignment Screen

1§ Site ESP Assignment
&% site Name OPG Pavier v
w4 Unaasigned ESPs
a [ ESP Hame a % ESP Type
I %] kd
a ADR_Pial Pl Precicani| A
[m} ADR_Fial P-R Precicanf,
a ADR_TTPS_PR Precicanf
(M ] cocker esp Pracicanf
a Tri_Test_P-il Pregicandll -
Page 1of 1 (S#ems) 4 [1] |
S|
i Ansigned ESPa
O [ ESP Name - THESP Type
Il %] kd
a Siner ESP Precicanil -
Page 1of1(1#ems) 4§ [1] |
S Unassign

Fig: Site ESP Assignment

There is a provision for search under each column in both unassigned ESPs list and assigned ESPs list in the above Site
ESP Assignment screen such that the user can search for a particular ESP or group of ESPs based on the ESP Name,
ESP Type, Make and Model.
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The users can also sort the grid contents based on a particular column by clicking the appropriate column header in both

unassigned ESPs list and assigned ESPs list.

The user can select multiple ESPs that are to be assigned from the unassigned ESP list and vice versa for the particular
Site.

The following are the steps to assign and unassign the ESPs to the site

e Select the required Site from the drop down. The ESPs will be loaded based on the site selected.

e Select the site for which the ESPs have to be assigned or unassigned. By selecting the site, the ESPs which were all
assigned and unassigned will be displayed.

e To assign ESPs to the selected site, Select the check box of the corresponding ESPs from the Unassigned ESPs List
and click the Assign button to assign the selected ESPs to the Site as highlighted in the Site ESP Assignment Screen
Shot.

e To unassign ESPs from the selected Site, Select the check box of the corresponding ESPs from the Assigned ESPs
List and click the Unassign button to unassign the selected ESPs from the Site as highlighted in the Site ESP

Assignment Screen Shot.

Limitations

1. Only the users having privileges can assign and unassign the ESPs from the site.

2. By default, all ESPs created in the Manage ESPs will be assigned to the default site 'All ESPs'. The user cannot
unassign the ESPs from the default site 'All ESPs'

3. Only the assigned site will be loaded in the Site drop down for the users other than the organization’s Administrator.

5.2.3 User Assignment

User Assignment Modules allows the user to assign the users to the site. Only the assigned sites will be displayed for the
user throughout the application when the user logs into the system and the organization’s Administrator can manage all
site.

Select Configuration — Site Management — User Assignment as shown in the below screen
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% Configuration

Home = Configuration

& Configuration Panel

¥ Site Management

I @ Manage Site ] Create / Modify f Delele Sile
[ Eh ESP Assignment ] Assign / Unassign the ESPs to Sites
&' User Assignment Assign / Unassign the Users to Sites

ESP Management

[ /Zh Manage ESPs Manags ESP Details

Fig: User Assignment — Configuration Panel

Click the User Assignment Button in the Configuration Panel to view the following User Assignment Screen

| & Site User Assignment
@ Site Name: a1 L]
& Unaasigned Users
- et Hame " Display Hame Group Agtive Status Locked Sixhus
8 ™ &
[ 17| i | I
O Krishna Krishna Tes! visit 3] Active o Unlocked -
[} Kumar Kusnar sendce (3] Aetiee [ Unlocked
Page1ol12Rems) 4 [1] |
2, Asvan

| & Assigned Users

— Usar Hame " Dispiay Hame Group Active Stas Locked Status

& ™ &

L A )| I I

| Arvinistealar Admmin Saeuity Adrmin [ Active [ Unlocked =

O Ador Powertron Seciity Admin [ Aetive [ Unlocked

O anbarasue Anparasu.E Secuity Admin [ Active i Uniocked

O gopal Krish Secuity Admin i Active o Uniocked =

Pagelcf2(10fems) § [1] 2 p
||& Unassign I |

Fig: User Assignment

There is a provision for search under each column in both unassigned users list and assigned users list in the above Site
User Assignment screen such that the user can search for a particular user or group of users based on the User Name
and Display Name.

The users can also sort the grid contents based on a particular column by clicking the appropriate column header in both
unassigned users list and assigned users list.

The user can select multiple users that are to be assigned from the unassigned users list and vice versa for the particular
Site.
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The following are the steps to assign and unassign the users to the site

e Select the required Site from the drop down. The users will be loaded based on the site selected.

e Select the site for which the users have to be assigned or unassigned. By selecting the site, the users which were all
assigned and unassigned will be displayed.

e Select the check box of the corresponding users from the Unassigned Users List and click the Assign button to
assign the selected users to the Site as highlighted in the Site User Assignment Screen Shot.

e Select the check box of the corresponding users from the Assigned Users List and click the Unassign button to

unassign the selected users from the Site as highlighted in the Site User Assignment Screen Shot.

Limitations
1. Only the users having privileges can assign and unassign the users from the site.
The users cannot unassign their own site.

The user cannot assign or unassign the site for the organization’s Administrator.

A wn

Only the assigned site will be loaded in the Site drop down for the users other than the organization’s Administrator.

5.3 ESP Management

The ESP Management includes
Manage ESPs for creating and updating the details of the ESPs.

5.3.1 Manage ESPs

Manage ESPs Modules allows the users to modify the ESP details.

Select Configuration — ESP Management — Manage ESPs as shown in the below screen

% Configuration

Home > Configuration

% Configuration Panel

ESP Management

u@ Manage ESPs Manage ESP Details

£ User Management

[ af Manage Users ] Create / Update the user profiles
[ & Group Assignment ] Assign users to the group
[ afh Manage User Group ] Create / Update the User Groups

Fig: Manage ESPs — Configuration Panel
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Click the Manage ESPs Button in the Configuration Panel to view the following Manage ESPs Listing Screen

Sg (H:onﬁguration [ 4 #0aESP || & Back 1o Gontguraton

> ESP Management

[Meer R Ewont| |

# Devica 1D - i ESF Hame % Conirciler Type o Date Of Commiasioning £, Cusiomer Hames () Device Natfication {8} Wamanty Ena Dale
[ | | K | | | I T
w5978 conler e3p Presicon-R 12017 Ador PRt st Rumss 194w 2017 n s e -
95981 ADR_TTRS PR Precicon-R 30 Dec 2015 TIPS - 31 May 2017 (1] V4 (2]
395984 Sinler ESP Precicon-lil 12 Ape 2017 OPG - 31.Jul 2017 hn s ©
949985 ADR_Piot PAI Precicon-Ii 17 Jan 2017 Ador Pilot - 25 Jan 2018 hn 75 ©
995986 ADA_Pigt PR Precicon-R 16 Jan 2017 Ador Pigt gopal, Ranjth, sudha 31 Jan 2017 hn 7S ©
995989 Tri_Test_Pan Precican-lil 21 Mar 2014 Tringlra - 26 Apr 2017 [ rd (2]

Fig: Manage ESPs

e There is a provision for search under each column in the above manage ESPs listing screen such that the user can
search for a particular ESP or group of ESPs based on the Device ID, ESP Name, Make Name, Model and License
Plate.

e The users can also sort the grid contents based on a particular column by clicking the appropriate column header.

e There is a provision for exporting the contents from the manage ESPs grid to PDF, XLS and RTF as required. To

export, select the file format and click Export button at the top right corner.

The following are the purpose of the symbols used in the above Manage Site Listing Screen

f PENCIL: Used to edit the ESP details
€ CROSS: Used to delete the ESP

i BINOCULARS: View ESP details
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Add an ESP - Click Add ESP button as highlighted in the above Manage ESPs screen.

I'!_'—.-Bm!nl'umnﬂun

r E5SP Detnils
Device 1D~ goagra r Corroller Type * Pracicon-ll T
ESP Hame * Cacker WSP Customer Hame * Adar Pilat T
Date of Gommissiening 23 Juka017 Email admin@adrcom
Conbact He. * 95521232452 Additanal Infarratian

(Max 258 chary s

‘Warranty Starl Date 01-Jul-2017 Vigmanty end Date~ F-Jul2022
Saverty * O wemingt O wamingz O caisical
ﬁi‘l Kanage Device Nnﬁﬂcah'msJ

* RpquEnsd Fields

| i Save || @ Caneel

Fig: Manage Site Add Screen

The following are the steps to create an ESP

1. Select the Device ID mapped to the ESP from the drop down
2. Select the equipment type of the ESP
3. Enter the name of the ESP
4. Select the Customer name form the Customer drop down. User can also add new customer details by clicking on
the “Add New Customer” option g3
5. Customer details panel will displayed when the add icon is clicked.
a. User can enter the customer name and location and save the details.
b. Clicking on cancel will return to the add ESP screen
6. User can also edit the existing customer details by clicking on the edit icon which will be displayed on selecting a
customer f
7. Customer details can be deleted by clicking on the delete button which will be displayed in the edit customer
details panel
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Customer Information

Customer Information

Customer Mame * Thermax

Customer Name *

Location

Location PUNE|
Pl

Thermax

PUNE

[& Update” ¢ De|ete”@ Canc&ll

Fig: Add Customer Details

8. Enter the Date of Commissioning details

9. Enter the Email ID and Contact number

10. Enter any additional details of the ESP if required’

11. Enter the warranty start date and End date for the ESP

12. Select the severity of alarms to be notified

Fig: Edit/Delete Customer Details

13. Select the user(s) for notification by clicking on the Manage Notifications button

Manage Motifications ®
Fluplay' Hame alt Group (& Locked Status [ [=] Email
il Kl Rl

Security Admin o Unlocked

Security Admin of Uniockea [ gapalakrishnang@angieniach.com

Security Admin o Uniockea O anbarasu s@angieritech.com

Sweurity Admsin o Unlocked ) Gopalakrishnan@angleritech.com

Teat visit oF Unlocked =) SEgiridhand s arpomer com

service of Uniockea [ eustomercarsmngagompower.com

Security Admin o Unlocked O pvgumani@acomaver.com

Security Admin o Unlocked ) Ranjith ng@angleritech.com

Tesl visit o Unlocked [ sheseprakasshi@angieiech corm

Security Admin o5 Unlocked [ sudnagangienitech com
| 4 I r

= Add Notification |

Figure: Manage Notifications Popup

14. If the user has the Email then a check box will be shown along with the email address of the user and also the

same applies for the Mobile Number. Select the users to whom Email & SMS notifications have to be sent.

15. Click Add Notifications to set the notification list against the selected ESP.

16. Finally click the Save button to add the ESP or click Cancel button to cancel the add operation.
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Edit an ESP — Click the appropriate Edit ( f ) icon in the right side of the Manage ESP Screen corresponding to the
ESP for which the details have to be updated. The Edit screen appears and change the ESP details as required and click

the Save button to reflect the changes.

Delete an ESP - Click the appropriate Delete ( X/ ) icon in the right side of the Manage ESP screen corresponding to
the ESP which has to be deleted.

View an ESP - Click the appropriate View icon ( (i ) in the right side of the Manage ESP screen corresponding to the

ESP which has to be viewed. View screen appears with all the details of the ESP

Limitations

1. Only the users having privileges can add, edit and view the ESP details.

2. Users can manage only the ESPs of the assigned sites which is done in Site User Assignment Module and rest of
them will not be displayed in the list but the organization’s Administrator can manage ESPs under all sites in the

organization.

5.4 ESP Layout

The ESP Layout module includes
1. ESP Configuration to configure the controllers in an ESP
2. ESP Layout to view the layout of an ESP

5.4.1 ESP Configuration

ESP Configuration allows the users to Add, Edit, View and Delete the controllers of an ESP

Select Configuration — ESP Layout — ESP Configuration as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

ESP Layout
| % ESP Configuration Configure ESP Controllers
[_ ESP Layout ] View ESP Layout

ESP Management

[ iZ) Manage ESPs ] Manage ESP Details

Fig: Configuration - ESP Layout
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Click the ESP Configuration in the Configuration Panel to view the following controller management Screen

/& Configuration [ Add Conirlr] [ Back o Configurton]
Home > Controller Management
[ T[S oo
ESP =
|§__':| Controller SrMo % D |§__':| Controller Name |§__':| Passage |§__':| Field / Chamber % DGSIM % Location {8 Warranty End Date
I | 19| 12| | | | | L [
5]  ESP: ADR_Pilot P-R (No.of Controllers: 1) -
1 1 TR1 Passage 1 A DESIM 1 Inlet 08-Jun-2018 H /s 0
I TESPUADRITTRSIPR (Noor Contoliers 24
= ESP: cooler esp (No.of G B)
T1M10-01-01-01 1 181 Passage 1 A DCSIM 1 Inlet 13-Jul2017 n / 0
1M11-01-01-01 2 182 Passage 1 A DS 1 Intermediate 28-Jul-2017 n / 0
M12-M1-01-01 3 183 Passage 1 A DCSIM 1 Outlet 24-Jul-2017 n / 0
1M13-01-01-01 1 141 Passage 2 A DCSIM 2 Inlet 13-Jul2017 n / 0
T114-01-01-01 2 1A2 Passage 2 A DCSIM 2 Intermediate 27-Jul-2017 n / 0
A115-01-01-01 3 143 Passage 2 A DCSIM 2 Cutlet 13-Jul-2017 n / 0
I : ESP: Sinter ESP (No.of Controllers: 13)
ESP: Tri_Test_P-IIl (No.of Conlrollers: 4)

Fig: ESP Controller Management

e There is a provision for search under each column in the above manage Controllers listing screen such that the user
can search for a particular controller or group of controllers based on the controller Serial number, ID and Controller
Name, The users can also sort the grid contents based on a particular column by clicking the appropriate column
header.

e All the controllers mapped to an equipment will be grouped and listed under the ESP name. Users can click the “+”

sign to view the controller list. Clicking on the icon will collapse the list and display the ESP name and count of

controllers mapped to the ESP. User can also sort the data based on the ESP name
e There is a provision for exporting the contents from the manage ESPs grid to PDF, XLS and RTF as required. To
export, select the file format and click Export button at the top right corner.

The following are the purpose of the symbols used in the above Controller Management Listing Screen

/ PENCIL: Used to edit the controller details
(% CROSS: Used to delete the controller
H BINOCULARS: View controller details

Add a Controller — Click Add Controller button as highlighted in the above Controller Management screen.
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Comntroller Information
ESP* 9999584 - Sinter ESP v
Passage * Passzage 2 v f
Chamber f Section * A ¥ f
Controller 1D = 2 ¥
Location Inlet v
Controller Mame * CTRLR A
Confroller Sr.Mo * 12317452332
Warranty Start Date * 12-4pr-2017
Warranty end Date * 31-Jul-2022
* Required Fields
[Eli Save”ﬂ Can-::el]

Fig: Add Controller

Following are the steps to add a controller
1. Select the ESP to which the controller has to be mapped from the ESP details drop down
2. Select the passage for the controller.

a. User can create new passage details by clicking on the add icon near the passage drop down. User has
to enter the passage name and description and save the passage details. Clicking on cancel will return to
the Add controller details page

b. User can edit the passage details by clicking on the edit icon that appears when an existing passage is
selected ()

c. User can delete the passage details by clicking on the delete button that appears in the edit passage
details panel P4
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Add Passage

Edit / Delete Passage

Passage Mame *

Descripfion

[Eﬂ Save ” 8 cancel ]

Passage Name *

Description

[F aszage 1 l

1

#“

[Eli Llpdate” 3 Delete H D Cancal ]

3. Select the chamber/ section for the controller

a.

Fig: Add Passage

Fig: Edit/Delete Passage

User can create new chamber details by clicking on the add icon near the Chamber drop down. User has

to enter the chamber name and description and save the chamber details. Clicking on cancel will return to

the Add controller details page

User can edit the chamber details by clicking on the edit icon that appears when an existing chamber is

selected (4]

User can delete the chamber details by clicking on the delete button that appears in the edit chamber

details panel 7

Add Field Edit [ Delete Field
Field Mame * [| l Field Name * [|'°t l
Description Description A
P i
[Eli Save ” © cancel ] [Ed I.Ipclate” ¢ Delete H @ cancel ]
Fig: Add Chamber Fig: Edit/Delete Chamber
4. Select the controller ID of the controller
5. Select the location of the controller in the ESP from the Location drop down
6. Enter the Name of the Controller
7. Enter the Controller Serial number
8. Enter the start and end date of warranty for the controller
9. Finally click the Save button to add the Controller details or click Cancel button to cancel the add operation.

Edit a Controller — Click the appropriate Edit ( f) icon in the right side of the Controller Management Screen

corresponding to the controller for which the details have to be updated. The Edit screen appears and change the

controller details as required and click the Save button to reflect the changes.
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Delete a controller — Click the appropriate Delete ( o ) icon in the right side of the Controller Management screen

corresponding to the controller which has to be deleted.

View a controller - Click the appropriate View icon ( i ) in the right side of the Controller Management screen

corresponding to the controller which has to be deleted

Limitations

1. Only the users having privileges can add, edit and view the Controller details.

5.4.2 ESP Layout

ESP Layout allows the user to view the layout of the selected ESP

Select Configuration — ESP Layout — ESP Layout as shown in the below screen

% Configuration

Home = Configuration

% Configuration Panel

ESP Layout
[ £, ESP Configuration ] Caonfigure ESP Controllers
ESP Layout I View ESP Layout

ESP Management

[ /Zh Manage ESPs ] Manags ESP Details

Fig: ESP Layout

ESP Layout screen will be displayed as shown below

% ESP Layout

Home > ESP Layout

ESP Layout Information

Site * All T
Equipment Name * ADR_TTPS_PR r
* Required Fields [ﬂ Show ESP Layout

Fig: ESP Layout
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Select the desired site from the Site drop down. Equipment mapped to the selected site will be listed in the equipment
drop down

Select the equipment from the equipment drop down and click on Show ESP Layout

() ESP Layout Information - ADR_TTP S PR
Site* a .
Equipment Hame * ADR_TTRS_FR L
* Required Fields [ Ay Show ESP Layout
Passage 1 Passage 2
0 AMPS 0 AMPS oaMPS D aMPS
@ o || @ oy @ oo || @ oKv
D4 oma | DT oMA D4 oma i | 7 oMA
TRA1 osem Il | TRBA LELT TRCA osem | TR o SPM
| G OFH oFF)
0 AMPS 0 AMPS oaMes D AMPS
@ o || @ oy @ oo || @ orv
D2 oma | DB oMA A D2 oma [ | D8 oMA
TRAZ osem Il | TRB2 o 5PM TRC2 osem |l | TRD2 o SPM
. 0 AMPS 0 AMPS oaMPS . b AMPS
oKV oKy oKV oKV
D3 oma | D9 oMA F D3 oma [ | g MR
TRA3 osem Il | TRE3 0SPM TRC3 osem | TRD3 0 SPM
[oFH oFH
. 0 AMPS . 0 AMPE L OAMPS . 0 AMPS
oKV oKy KV oKV
D4 oma I | D40 oMA D4 oma f | 40 oMA
TR A4 osem Il | TRB4 03PM 0 TRC4 osem | TRD4 0 SPM
ore oA
OAMPS 0 AMPS W ODAMPS OAMPS
] oo || @ o @ o ||| @ ok
D5 oma | D11 oM D5 oma [ D11 MR
TR A5 osem Il | TRBS 0SPM TRCS osem | TRDS 0 SPM
ore [ pre]
OAMPS 0 AMPS ODAMPS OAMPS
@ oo || @ o @ o || @ ok
D& oma I | D4z oM D6 oma [ | D42 oMn
TRAB osem | TRA2 0SPM — TRCE osem [l | TRDS 0 SPM
By oA 4 S| P
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6. Preferences

The Preferences screen is to manipulate the user preferences like time zone, choose a default site setting and change the

current password.

E’. User Preferences

TimeZone India (GMT+5:30) E|
Preferred Site All E'
Secreen Refresh Frequency {in Sec) Hone E|
Preferred Landing Page Dazhboard E|
Preferred Chart ;:?-_ﬁé&-“-s-““ T

!? Product Warranty

S |

!? Device [ Esp Status !
|

[H Save] [@ C‘-an:el]

Fig: User Preferences

Time Zone
1. The user would be able to set their time zone. Based on the time zone selected, the time displayed in the data
throughout the application, and the output of some of the commands, will vary.

2. Some of the places where the a change of time zone will be reflected, are:

Module Effect

Dashboard Based on the time zone selected, the chart data will be displayed.
Monitor The no. of alarms scrolling above the map will differ.

History The no. of entries displayed by the Update Results command will vary.
Alarms The no. of entries displayed for the selected criteria, will vary.

3. The time zone of the user can be changed in two ways:
e Using the Preferences page.

e By editing the user’s details, under Manage Users. This can be done either by a Security Admin of the

organization or by a user with appropriate privileges.

Fig: Time Zone
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Preferred Site

1. The user can choose the preferred site he / she wants to view the details. The selected preferred site will be displayed
in the below mentioned modules every time the logs in.

2. Other sites will still be accessible to the user in all the modules. The user can select the required site from the drop-
down, in the respective module pages, to access the ESPs of other Sites.

3. The selection of preferred site will be reflected in the following modules:

Module Effect
Dashboard The Site drop-down will be displaying the selected default site and the data displayed in the charts
ashboar
will be for the ESPs under the default site.
Monitor ESPs under the selected preferred site will be displayed in the Monitor grid
Hist Data will be displayed for the default site ESP(s) until the user chooses to view the other sites’
istor
y history.
A Alerts related to the ESPs of the selected default site alone will be displayed in the Alerts grid. The
arms
user can change the sites in the drop-down to view the alerts of other ESPs.

Preferred Landing Page
1. Preferred Landing Page allows the user to set the required page to be displayed upon logging into the application.
2. The list of modules listed in the drop-down depends on the user group privileges available for the user.

3. By default, the first module available in the user’s user group will be set as the landing page for the user.

Change Password

1. The user can change their password using the Change Password section.

2. The user will have to provide their current password to change their password.

3. If the provided current password is incorrect, the user will not be allowed to change his / her password.

4. Once the password has been changed, the previous password will not be considered for logging into the application.

%@ Change Password

Old Pagsword *

New Password ©

Confirm New Password ©

* indicates mandatory fields

|_ led Save | | @ cancal |

Fig: Change Password
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Common Error Page

1. Common Error Page will be encountered by the user in case there has been a break in the flow of application.

trihetra

i Error Message

GPS Vehicle Tracking & Fleet Management Solutions

4

Sorry for the inconvenience.

It's look like you have taken a wrong turn.

Error Page : Error occured in Configuration=etup aspx

Here are the few links to get back on track.

"'E\ - Fo back haome.
% - Go back to previous page.
{ﬂ - Send an email to Trinetra.

- Refresh the page.
11

u - Logout.

Fig: Common Error Page

2. The following are the operations in the error page, that are available to the user:

@ - Go back to the Home page of the application. The user will be taken to the default home page, usually
the Dashboard.
{‘—I - Go back to the previous page in the application. The user will be taken to the application’s previous

page that was working fine.

- Mail the error to the Trinetra team. This will trigger a mail to the Trinetra team with the encountered error
details.
{;ﬂ) - Refresh the current page. Sometimes, the error might have occurred due a minor glitch. A simple

refresh of the page will return the application right on track.

G. ﬂl.i - Log out of the application. Sometimes, just logging out and logging back into the application will clear

the error from the application.

TRINETRA Wireless Pvt. Ltd.
www.trinetrawireless.com

Page 47 of 47
Canada | USA | UK | UAE | India | Singapore | Hong Kong


http://www.trinetrawireless.com/

